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Annex A: Terms of Reference

REQUEST FOR PROPOSAL FOR THE ESTABLISHMENT OF FRAME AGREEMENT(S)
FOR THE SUPPLY, DELIVERY AND INSTALLATION OF PREFABRICATED
ACCOMODATION AND OFFICES UNITS

RFP No. UGA/RFP/005/2018
REQUEST FOR PROPOSAL FOR THE ESTABLISHMENT OF A FRAME AGREEMENT FOR THE SUPPLY, DELIVERY AND INSTALLATION OF
PREFABRICATED ACCOMODATION AND OFFICES UNITS
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1. Scope of work and proposal requirements

The selected supplier is required to provide the following:

Accommodation

Item | Description Desired Functional specification
1 Design The desired prefabs are developed for long-term field use, for emergency and semi-
requirements | permanent applications.
They are field tested in tropical climate.
They are designed to focus on:
- Hygienic properties
- Easy transport
- Minimal installation time
- Easy relocation
The windows should enable maximum light and secured doors with locks.
The prefabs for offices should be flexible i.e. able to create larger space or L shapes
by additional units for offices, conference rooms, interview rooms, etc....
The prefabs expected life time is > 20 years.
They are robust, air portable and light.

2 General The desired prefabs should be of walls composed on non- combustible mineral wool
sandwiched between galvanized and steel painted sheets. The structural frame is
cold rolled steel profile with the vertical and horizontal posts connected with
screws or bolts.

The partition material within the prefabs should be the same as the walls. The
doors and windows should be of a material that is resistant to adverse weather. The
roof has to allow rainwater to be evacuated.

Mosquito/ fly nets are to be included in the window system along with Blinds.

Itis preferred to have a sloppy or pitched roofing that allows water to easily be
disposed of.

The size of the prefab could be the standard of 6.0m x 2.4m or larger customized
size.

The prefabs should come with AC (9,000 to 12,000 BTU).

3 Hygiene The prefabs are easily cleaned and disinfected, effectively impeding the spread of
infection or contagious diseases.

The prefabs have to offer protection from flooding and from crawling vermins
(bugs, snakes, rats, mice, etc....)
4 Prefab Option 1: Single prefab partitioned into two to provide accommodation for two
Configurations | persons. This option will use shared ablution container
Option 2: Single prefab partitioned into 6 compartments with three toilets and
three shower cabinets and three wash hand basins
Option 3: Single occupancy self-contained prefab with a shower, toilet and wash
hand basin incorporated.
Option 4: Single occupancy prefab to provide space for living, bedroom, kitchenette
and toilet/ shower.
Option 5: Office prefab which can accommodate up to 4 people.
5 Electrical The prefab should have pre-wired electrical system with the correct cable sizes for
system the sockets and lights and AC. Each accommodation unit should have at least two
points for double sockets, one switch an MCB and a socket for AC
6 Furniture To be provided by UNHCR
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7 Ablutions The prefab designed for ablutions should contain the required wash hand basin,
Prefab seating toilets, mirrors, soap dish, toilet paper holder, towel rails in the showers,
shower basins, and shower enclosure curtains, all with connected plumbing systems
ready for discharge to the septic tanks.
There should be electrical units for lighting and sockets for shavers.
8 Self-contained | Prefabs with single occupancy should provide accessories as in ablution prefabs
prefabs (Item 7) above in addition to the electrical systems for single user as in Item 5 above
9 Prefab Each supplier should provide a supporting system on which the prefabs will be
supporting placed. This should be a system that is able to be used in different ground
system conditions of soft soils to hard rocky areas. UNHCR will not provide additional
supporting system prior to installation of the prefabs by supplier.
10 Assembly The units should be easily assembled preferably with the help of manpower only as
system it may be challenging obtaining crane lifting services deep in the field.

The bidder is expected to give detailed specifications including pictures and drawings for each
option as listed in item 4 above.

Please indicate the assembly time for each option from option 1 to 5 (item 4).

The estimated annual requirements for UNHCR is for 40 (forty) prefabricated accommodation
units and 20 (twenty) offices.

Please note that figures have been stated in order to enable bidders to have an indication of the
projected requirements. It does not represent a commitment that UNHCR will purchase a
minimum quantity of goods / services. Quantities may vary and will depend on the actual
requirements and funds available regulated by issuance of individual Purchase Orders against the

Frame Agreement.

3. Timelines

UNHCR is seeking a provider of prefabricated accommodation and offices unit able to supply,
deliver and install the requested units ideally between 2 (two) to 3 (three) weeks from the date of

award of the contract.

4, Performance Evaluation

UNHCR expects to monitor the performance of the supplier according to the following Key
Performance Indicators (KPI):

Installation of fully functional prefabricated accommodation or / and offices units on schedule
Quality of the finished product




